	SPEC. No.
	OPTI-LINK SWITCH PANEL SPECIFICATION

	
	Customer:
	

	SW1 -12 can be set for latching or momentary operation.

Default setting Latching

(Action; L=Latching M=Momentary)

	SWITCH No.
	Action
L or M
	LEGEND 
	Lightbar

Function
	Wire Colour
	Build Notes
	Additional Vehicle Function

	
	1
	L
	
	
	
	
	

	
	2
	L
	
	
	
	
	

	
	3
	L
	
	
	
	
	

	
	4
	L
	
	
	
	
	

	
	5
	L
	
	
	
	
	

	
	6
	L
	
	
	
	
	

	
	7
	L
	
	
	
	
	

	
	8
	L
	
	
	
	
	

	
	9
	L
	
	
	
	
	

	
	10
	L
	
	
	
	
	

	
	11
	L
	
	
	
	
	

	
	12
	L
	
	
	
	
	

	
	13
	SIREN
	
	
	
	

	MOUNTING ORIENTATION

(please tick box)   
	14
	RESET

WALK TEST
	
	
	
	

	
	PROG 1
	999
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	PROG 2
	AT SCENE
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	Notes: ALL UNUSED SWITCHES WILL BE BLACK UNLESS STATED OTHERWISE



	
	
	
	
	
	
	
	
	


NOTE:


IF THE SWITCH PANEL IS TO BE USED TO CONTROL  A WOODWAY LIGHTBAR WHICH DOES NOT HAVE A SEPARATE 360 CONTROL WIRE.


FOR 360 CONTROL SWITCH 1 SHOULD BE USED FOR 360. WITH SWITCHES 2 AND 3 BEING USED FOR FRONT AND REAR OPTIONS.


OTHERWISE DIODES MAY NEED TO BE FITTED TO ACHIEVE THE NECESSARY CONTROL 
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